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AC10 Inverter 

Chapter 5  The Keypad 
5.1  The Display 
Keypad panel and monitor screen are both fixed on the keypad controller. See Figure 5-1 
Keypad Displays. 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

Figure 5-1 Keypad Displays 

 

  

   

5 indicators indicate working status. ALM is ON when fault 
occurs. LOC/REM is ON in the remote-controlling status. 
Hz is ON when frequency is shown, A is ON when current 
is shown, and V is ON when voltage is shown. 

Function code 

Press  for function code, and  for original 
parameters. , ▲ and ▼keys can be used to 

select function codes and parameters. Press  
again to confirm. In the mode of keypad control, ▲
and▼keys can also be used for dynamic speed 

control.  key and  keys control start and 

stop. Press   key to reset inverter in fault status. 

Press  Key to set Fwd/Rev jogging and select 
local/remote control. 

FWD/REV indicator 

The runnining indicator is ON whilte running. 
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5.2  Keypad Layout 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Keypad Measurements (Unit:mm)  

A B H 
140 95 20 

 

 

5.2   Port of control panel  

 
Pins 1 2 3 4 5 6 7 8 

8 core None 5V Grounding Grounding Signal 
1 

Signal 
2 

Signal 
3 

Signal 
4 

 

The default length of remote cable is 1m. On the occasion of heavy interference or if remote 
control cable is longer than 3m, add magnetic ring on the cable.  
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